
Air Liquide Advanced Separations (ALaS) 3240 are high performance, hollow fiber membrane module offering excellent 

productivity per module volume. The 3240 is designed specifically for applications where N2 flow is more critical than recovery 

efficiency. 

65°C (149°F)

13 barg (190 psig)

0 μg/Nm3

< -70°C (-95°F) Dew Point

OVERVIEW

PERFORMANCE DATA

OPERATING CHARACTERISTICS

MAXIMUM OPERATING TEMPERATURE  

MAXIMUM OPERATING PRESSURE  

RECOMMENDED INLET AIR CONTENT 

NITROGEN MOISTURE CONTENT

DIMENSIONS

VESSEL PHOTO

3240 Air Separation Membrane

PHYSICAL 
CHARACTERISTICS

WEIGHT (MODULE ONLY)

29.4 kgs (65 lbs)

WEIGHT (MODULE AND VESSEL) 

159 kgs (350 lbs)

VESSEL MATERIAL
Zinc chromate (yellow) plated 
carbon steel, stainless steel 
optional

END PLUG MATERIAL
6061-T6 Aluminum

CENTER TUBE MATERIAL 6061-
T6 Aluminum

Air Liquide Advanced Separations
305 Water St
Newport, DE 19804

TELEPHONE: +1 302-225-1100 
EMAIL: usalat-alas@airliquide.com 
www.airliquideadvancedseparations.com
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